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SUMMARY
This paper studies the security of the RSA key generation algorithm with regard to side-channel anal-
ysis and presents a novel approach that targets the simple power analysis (SPA) vulnerabilities that may
exist in an implementation of the binary extended Euclidean algorithm (BEEA). The SPA vulnerabilities
described, together with the properties of the values processed by the BEEA in the context of RSA key
generation, represent a serious threat for an implementation of this algorithm. It is shown that an adver-
sary can disclose the private key employing only one power trace with a success rate of 100 % – an
improvement on the 25% success rate achieved by the best side-channel analysis carried out on this al-
gorithm. Two very different BEEA implementations are analyzed, showing how the algorithm’s SPA
leakages could be exploited. Also, two countermeasures are discussed that could be used to reduce
those SPA leakages and prevent the recovery of the RSA private key. Copyright © 2016 John Wiley
& Sons, Ltd.
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1. INTRODUCTION
Side-channel analysis of cryptographic algorithms is a powerful technique that can seriously
compromise the security of these algorithms. Since the scientiﬁc community’s early experiments
with power consumption based side-channel analysis in 1999, this approach has proved to be very
effective against several cryptographic algorithm implementations [1].
The observation/processing of an electronic device’s power consumption when processing secret
data can leak information about that data. One of the techniques that can be employed to extract
secret information is simple power analysis (SPA), which exploits the existence of visually
distinguishable power consumption patterns that may reveal the sequence of operations executed by
an algorithm. If this sequence of operations depends on a secret value, then the implementation is
considered vulnerable to SPA.
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One of the algorithms that have been targeted using this kind of side-channel analysis is the RSA
key generation procedure, an algorithm commonly used in electronic devices (i.e., hardware security
modules) [2] dedicated to the generation and storage of cryptographic keys.
Side-channel leakages that may exist during the RSA key generation procedure have been analyzed
in several published works, most of which have focused their attention on the algorithms employed to
generate the secret prime numbers needed to construct an RSA key. In [3], the Joye and Pallier
method proposed in [4] was analyzed to recover some bits of the secret primes, and the
Coppersmith method was used to calculate the remaining ones, with an overall success rate of
0.1% [5]. In [6] and [7], the authors analyzed the leakages that could exist in different methods for
checking the divisibility of a prime candidate by a prime sieve. Independent of the speciﬁc random
prime number generation algorithms analyzed in these works and their intrinsic implementation
details, the best success rate achieved was 25% [7].
This work presents a new side-channel analysis of the RSA key generation procedure. Instead of
targeting a prime generation algorithm as in previous works, the proposed side-channel analysis,
based on SPA leakages, focuses on the modular inversion operation required to generate an RSA
private key. In this context, the RSA key generation procedure imposes the requirement that only
one power consumption trace can be used to extract the private key.
There are different approaches for computing modular inverses. Among the most popular methods
are those based on the extended Euclidean algorithm [8]. In order to avoid the divisions involved in
this algorithm, a binary variant of it, called binary extended Euclidean algorithm (BEEA), is often
preferred because it replaces multi-precision divisions with right shift operations [9]. This change
results in software implementations with very good performance [10], and it is also very suitable
for hardware realizations, as the required shift operations can be implemented with minimal
resources [11].
The execution ﬂow of the BEEA is highly dependent on its inputs. This property has been studied in
order to identify the side-channel leakages that could compromise a secret variable processed by this
algorithm. In [12], the authors proved that if an adversary knows the speciﬁc execution ﬂow that
this algorithm follows, then the algorithm’s secret inputs can be disclosed. In that work, the
execution ﬂow was extracted using simple-branch prediction analysis, which is a kind of side-
channel analysis intrinsic to microprocessor architectures [13].
However, the existence of power-based side-channel leakages in the BEEA has not been studied in
depth by the scientiﬁc community. It was previously considered [12,14] that the BEEA is vulnerable to
side-channel analysis only if all the information about its execution ﬂow is known, but in [15], a new
model was introduced that is able to establish how much information can be recovered when only some
information about the execution ﬂow is known. The same study also showed that a BEEA
implementation may be vulnerable to SPA and explained how the SPA leakages of a BEEA
implementation can be exploited in the context of digital signature algorithm (DSA)-like signature
generation [15, 16].
This paper has the following contributions with respect to [15]: in [15], the cryptographic
protocol under study was ECDSA, while here the RSA key generation procedure is analyzed.
This difference is important because the BEEA’s inputs in elliptic curve digital signature
algorithm (ECDSA) and in RSA have different properties. These properties make that in ECDSA
the number of bits that can be recovered is low in comparison with the amount that can be
recovered in RSA key generation, as is formalized in Section 3. This difference implies that some
analysis (not needed for ECDSA) should be performed during the processing of the power
consumption traces to gather the required information as is analyzed in Sections 4 and 5. Also, in
this paper, two BEEA implementations are studied allowing a more complete analysis about how
the power consumption traces should be analyzed for extracting the SPA leakages that a BEEA
implementation may have. On the other hand, a previously known countermeasure is proposed to
be applied in a different setting with respect to its original employment without sacriﬁcing the
performance of the RSA operations.
The paper is organized as follows: Section 2 introduces the RSA key generation algorithm and
describes the BEEA. Section 3 presents a side-channel analysis of the BEEA, explaining how the
RSA private key can be recovered employing only one power trace. Sections 4 and 5 analyze two
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BEEA implementations, illustrating how the SPA vulnerabilities are present in two very different
implementations of the algorithm and showing how the implementations’ power consumption
traces can be processed to extract the required information. Section 6 discusses two
countermeasures that can be used to eliminate SPA leakages, and ﬁnally, in Section 7, some
conclusions are presented.
2. RSA KEY GENERATION ALGORITHM
The RSA cryptosystem employs two different keys for encryption and decryption. These are known as
the public key and the private key, respectively. The public key is considered accessible to everyone,
while the private key must remain secret. The RSA key generation algorithm deﬁnes how an RSA
public key and the corresponding private key are created. The steps involved in generating an RSA
key pair are shown in Algorithm 1.
The desired key length (nlen) is the only input that this algorithm requires. This parameter deﬁnes
the number of bits of the public modulus N, taking into account that an adversary must not be able
to factorize it during the lifetime of the generated key. Typical values of nlen are 1024, 2048, and
4096 [16].
The ﬁrst step in the RSA key generation algorithm is to generate two random, odd prime numbers, p
and q. These randomly generated primes are used to compute the public modulus N (see step 2 of
Algorithm 1). The generation of these numbers is subject to some constraints to avoid certain
kinds of attacks [17]. However, the results presented in this work only require considering that
p and q should have about nlen/2 bits, as is the case in practice to avoid some factorization
attacks [17].
The parameter ϕ(N) (calculated at step 3 of Algorithm 1) corresponds to Euler’s totient function and
is only used during the key generation process, but its conﬁdentiality must be guaranteed because if it
is known, the private key could be disclosed using step 5. However, there are three facts about ϕ(N)
that are very useful in this work and that can be known in advance:
1. The bit-length of ϕ(N) is equal to the bit-length of N (nlen).
2. Its two least signiﬁcant bits are zero.
3. N and ϕ(N) share roughly half of their bits (the most signiﬁcant ones).
The ﬁrst two facts can easily be deduced considering that p and q are two prime numbers of several
hundreds of bits (i.e., nlen/2). This means that the product of (p1) and (q 1) will produce a number
divisible by four and with the same bit-length as N= pq (i.e., nlen).
According to the deﬁnition of ϕ(N), it can be concluded that N is a good approximation of ϕ(N)
because p and q in (1) have about the half of the number of bits of N and ϕ(N).
ϕ Nð Þ ¼ N – p þ q – 1ð Þ (1)
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Considering that p and q have the same bit-length, it can be concluded that the number of bits that
N and ϕ(N) have in common is about nlen/2, where the exact number depends on a carry
propagation. Therefore, these numbers will share their nlen/2 10 most signiﬁcant bits with high
probability.
The public exponent e should be selected from the interval (1, ϕ(N)) and must be relatively prime
to ϕ(N). For performance reasons, e is often ﬁxed to a prime number with a low Hamming weight.
For example, e=216 + 1 is a typical value found in many implementations that offers a good
trade-off between performance and security [17, 18]. For this reason, this value of e is used to
present the results of this work, although the same results can also be generalized to other values
of e.
The last step of the RSA key generation algorithm aims in obtaining the private exponent d, a
parameter equal to the modular inverse of e modulo ϕ(N). This step is the target of the proposed
attack, particularly when the modular inverse is computed using the binary extended Euclidean
algorithm or another algorithm based on it, as is common in practice due to its good performance.
This algorithm is described in the following section, with particular attention to some of its more
interesting properties.
2.1. Binary extended Euclidean algorithm
The binary greatest common divisor algorithm proposed by Stein in 1967 is commonly known as the
binary Euclidean algorithm [9]. This algorithm can be extended (to what is known as BEEA) to obtain
integers x and y such that ax+by = gcd(a, b), while at the same time computing the greatest common
divisor of a and b (i.e., gcd(a,b)). When gcd(a, b) = 1, the value obtained for x corresponds to the
multiplicative inverse of a modulo b.
The BEEA is very useful for generating RSA keys because e and ϕ(N) must be relative primes. This
means that the greatest common divisor of e and ϕ(N) must be calculated to ensure the fulﬁllment of
this requirement; and, additionally, the multiplicative inverse of e modulo ϕ(N) also has to be
computed. One of the BEEA’s properties is that it is able to compute these quantities at the same
time, offering very good performance [8,11].
In this paper, the classic variant of the BEEA was employed as it allows results to be generalized to
other less common variants such as those described in [8]. Algorithm 2 shows the procedure to
compute the private exponent d and the greatest common divisor of e and ϕ(N) employing the
BEEA. In this algorithm, some steps of the original description of the BEEA (cf. [8]) used to ensure
that at least one of the variables u or v is odd before step 7 were excluded. This was possible
because ϕ(N) is an even integer and, because gcd(e, ϕ(N)) = 1 must hold, e can never be even; it is
therefore always selected to be an odd number (e.g., e=216+ 1), ensuring that at the ﬁrst execution
of step 7 of Algorithm 2, u is always odd.
A speciﬁc notation was used in this paper to describe certain properties of the BEEA. The term
u-loop refers to the loop responsible for dividing variable u by two (steps 8 to 15 of Algorithm 2).
Likewise, the term v-loop refers to the loop that divides v. The term x-loop is used to refer to either
of the aforementioned two loops (where the ‘x’ can be ‘u’ or ‘v’). Another important component of
Algorithm 2, here denominated the sub-step, is associated with the subtraction operations executed
between steps 24 and 31 of Algorithm 2.
Using this notation, it is possible to state certain facts about the BEEA.
Fact 1: During the ﬁrst iteration, the only x-loop that is executed is the v-loop because at the start of the
algorithm, u is initialized to e, which is an odd number, while v, initialized as ϕ(N), is always
an even number, as highlighted in the previous section.
Fact 2: At any iteration, one and only one x-loop is executed because these loops ensure that the var-
iables u and v are odd numbers before the execution of the sub-step. This means that when the
sub-step is executed, one of its subtractions (at step 25 or at step 29) ensures that only one of
variables u or v will be an even number.
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For the sake of notation uniformity, the variables used to represent the BEEA leakages in [12] and
[15] were reutilized in this study. Equivalently to their deﬁnition in [12], these variables can be deﬁned
using the x-loop and sub-step notation as follows:
SHIFTS[i] = the number of times that an x loop is executed at iteration i.
SUBS i½  ¼ ′u ′ : if u ≥ v at step 24
′v ′ : if u < v at step 24

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3. SIDE-CHANNEL ANALYSIS OF THE BEEA
In [12], a side-channel analysis of the BEEA was presented. It concluded that the algorithm’s inputs
can be fully recovered when the adversary is able to collect the SHIFTS[i] and SUBS[i] for all
iterations. Recently, in [15], the authors proved that, knowing only the SHIFTS[i], some SUBS[i]
can be recovered, and a certain number of bits of one of the BEEA inputs can be expressed as a
function of the other one. With regard to power-based side-channel analysis, the latter approach is
very interesting because, as commented in [15], it seems very difﬁcult to extract the SUBS[i]
directly from a power trace but much easier to extract the SHIFTS[i] if the sub-step can be
distinguished.
Each iteration of the BEEA can be segmented into a series of x-loop iterations followed by a sub-
step. This means that the SHIFTS[i] are related to the time elapsed between two consecutive
sub-steps. Consequently, if the sub-step procedure can be distinguished in a power trace, then an
adversary should be able to extract the SHIFTS[i]. Figure 1 shows an example of an execution ﬂow
of the BEEA where a capital ‘L’ is used to represent an x-loop iteration and a capital ‘S’ is used to
label the sub-step. From this execution ﬂow, it is possible to extract some SHIFTS[i] counting the
number of ‘L’ between each consecutive pair of ‘S’. Therefore, the ﬁrst six SHIFTS[i] are as
follows: 5, 2, 1, 2, 1, and 5.
If the power consumption of a BEEA implementation can be segmented like the sequence of
Figure 1, then it is possible to extract the SHIFTS[i] employing SPA techniques. Sections 4 and 5
describe two different BEEA implementations and analyze their power traces, showing how the
SHIFTS[i] can be extracted from a power trace for each hardware platform. In this paper, the power
consumption is the source of the leakage, but the analysis of the side-channel vulnerabilities of the
BEEA when it is used during an RSA key generation can be applied to any scenario where the
SHIFTS[i] can be extracted. The rest of this section presents the rationale for recovering all bits of
an RSA private key during its generation, considering that an adversary is able to obtain the
required SHIFTS[i] using similar methods to those described in Sections 4 and 5.
According to the ﬁndings in [15], the higher the number of iterations for which the corresponding
SHIFTS[i] and SUBS[i] are known, the higher the number of bits that can be recovered. More
formally, when for the ﬁrst T iterations the SHIFTS[i] are known and the ﬁrst T 2 SUBS[i] are
known too, then it is possible to express the ∑Ti¼1SHIFTS i½  þ 1 least signiﬁcant bits of one of the
BEEA inputs (i.e., the secret input) as a function of the other input (i.e., the known input).
This model for analyzing the side-channel leakages of the BEEA can be applied in the context of
RSA key generation because the value to be inverted (e) is known by the adversary. This means that
some bits of ϕ(N) can be expressed as a function of the public exponent e, the recovered SHIFTS[i],
and the corresponding SUBS[i].
In an SPA context, the recovery of the SUBS[i] seems difﬁcult because the operations executed
and the data processed on the two branches of the sub-step are the same, and are therefore likely
to be indistinguishable in a power trace. The difference between the branches is in the order of
the operands (see Algorithm 2), so differentiating between them is difﬁcult employing SPA
techniques.
On the other hand, analyzing the BEEA’s inputs during the generation of the private exponent, it
is observed that e and ϕ(N) have very different bit-lengths. That is, when e is equal to 216 + 1, it has
only 17 bits, while ϕ(N) has the same bit-length as N (usually more than 1024 bits). This means
that the value of u at the start of the algorithm is equal to a 17-bit value, while v (initialized to
ϕ(N)) stores a much higher value. This difference implies that the result of the comparison at
step 24 of Algorithm 2 (which determines the values of SUBS[i]) can be predicted with absolute
certainty during several iterations because v will have more bits than u during those iterations.
This means that for those iterations, the corresponding SUBS[i] can be inferred by an adversary
Figure 1. Example of a binary extended Euclidean algorithm execution ﬂow.
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(i.e., SUBS[i]= ‘v’ as v≫u). This property has devastating results on the security of a vulnerable
BEEA implementation because, as is formalized below, the number of SUBS[i] that can be
inferred is sufﬁcient to disclose the value of ϕ(N).
The exact number of iterations for which it can be concluded, with absolute certainty, that
SUBS[i]= ‘v’, depends on the number of bits that v loses at every iteration. At the ith iteration, v
loses SHIFTS[i] bits through the right shifts in the v-loop. This means that the number of
iterations for which SUBS[i]= ‘v’ is closely related to the SHIFTS[i]. In fact, it is very likely that
it is the only reason, because the other step of the BEEA that may reduce the bit-length of v occurs at
the sub-step, but there, u is subtracted from v, so it is very unlikely that v loses a bit at this
subtraction while v has a much higher number of bits than u. The formal modeling of this behavior is
not covered in this paper because, as will be shown later, the number of iterations for which it is
needed to know with absolute certainty that SUBS[i]= ‘v’ indicates that the bit-length of v will be
very different from the bit-length of u. So, considering only the effect of the SHIFTS[i] on the
number of iterations for which it can be concluded that SUBS[i]= ‘v’, it is clear to see that v,
initialized to ϕ(N), has to be divided by two L times (2) to store a value of the same bit-length of u.
L ¼ log2ϕ Nð Þ – log2 eð Þ (2)
This indicates that the minimum number of iterations for which it can be concluded that
SUBS[i]= ‘v’ with absolute certainty is deﬁned by the minimum value of T that satisﬁes
∑Ti¼1SHIFTS i½  þ 1≥L . Considering the results in [15], the L least signiﬁcant bits of ϕ(N) can be
recovered if the SHIFTS[i] and SUBS[i] are known for the ﬁrst T iterations, and taking into account
that in this case L only differs by 17 from the bit-length of ϕ(N), then ϕ(N) can be almost fully
recovered using this method as is shown in Figure 2. In this ﬁgure, ϕ(N) and N are represented as
nlen bits numbers showing that they have in common half of their most signiﬁcant bits (shaded area).
The method described earlier makes it possible to recover all bits of ϕ(N) except the log2(e) most
signiﬁcant ones. When e is equal to 216 + 1, as is common, only the 17 most signiﬁcant bits of ϕ(N)
still need to be recovered. However, as mentioned in Section 2, N and ϕ(N) share approximately
half of their most signiﬁcant bits, so the remaining 17 most signiﬁcant bits (MSBs) of ϕ(N) are
already known from the knowledge of the public parameter N. Once ϕ(N) is completely disclosed,
the recovery of the private exponent (d) is immediate because it is known that the latter is the
multiplicative inverse of the public exponent e modulo ϕ(N).
The number of iterations, T, for which it is needed to know the SHIFTS[i] depends only on the bit-
length of ϕ(N). Taking into account that, with high probability, N and ϕ(N) have their nlen/2 10
most signiﬁcant bits in common, only nlen/2 + 10 bits of ϕ(N) are unknown. This means that the
minimum value of T that satisﬁes (3) corresponds to the number of iterations for which the
SHIFTS[i] should be extracted from a power trace to recover the remainder bits of ϕ(N).
∑Ti¼1SHIFTS i½  þ 1 ≥
nlen
2
þ 10 (3)
At each iteration i of the BEEA, the corresponding SHIFTS[i] is at least one (Section 2). Also,
considering that the probability of SHIFTS[i]=k is deﬁned by 1/2(k 1) [8], there is a 50% chance
that u is divided by at least two at each iteration. This means that, on average, the ﬁrst
T=nlen/4 + 5 SHIFTS[i] should be sufﬁcient to fulﬁll (3). This leads to the conclusion that for
Figure 2. Similarity between N and ϕ(N).
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RSA-2048 and RSA-4096, an average of 517 and 1029 SHIFTS[i], respectively, need to be
extracted from a power trace for recovering the unknown bits of ϕ(N).
With regard to side-channel analysis, the bit-length difference between ϕ(N) and e has devastating
results for the security of an RSA key generation implementation that employs the BEEA. The
procedure described in this section shows that an adversary only needs to be able to extract the
SHIFTS[i] to recover the private key. This renders ineffective the countermeasure proposed in [14]
against an SPA attack against the BEEA designed to enforce the indistinguishability of the sub-step
branches to avoid the recovery of the SUBS[i], because the attack presented here obtains the
required SUBS[i] analytically, instead of employing SPA-based techniques.
The following section highlights the application of the attack when other values of the public
exponent, e, are used, while in Sections 4 and 5, two commonly used cryptographic implementation
platforms are analyzed in order to show the feasibility for extracting the SHIFTS[i] from a power trace.
3.1. Analysis for NIST standardized values of e
As shown in the previous section, the value of e (i.e., 216 + 1) commonly used to speed up the RSA
encryption and RSA signature veriﬁcation procedures represents a serious threat when confronted by
an SPA-capable adversary. Consequently, in order to reduce the number of bits of ϕ(N) leaked from
an SPA-vulnerable BEEA implementation, e should be selected of about the same bit-length of N.
However, some standards, such as NIST FIPS-186-4, restrict the selection of e to the range
216< e <2256 [16]. This means that the maximum acceptable bit-length for e in this standard is
256. Therefore, using the side-channel leakage and the method explained previously, the 256 most
signiﬁcant bits of ϕ(N) will remain unrecovered. However, taking into consideration that the
minimum security strength currently allowed is 2048 bits [19], then ϕ(N) and N share at least about
their 1024 most signiﬁcant bits, so the full recovery of ϕ(N) is still possible. This shows that, even
with the highest value of e compliant with the NIST standard, ϕ(N) can be fully recovered and the
private key fully disclosed during the RSA key generation procedure if an SPA-vulnerable BEEA
implementation is used.
4. HARDWARE BINARY EXTENDED EUCLIDEAN ALGORITHM TARGET
In this section, a hardware implementation of the BEEA is analyzed, and some methods are presented
for identifying the meaningful patterns that allow the recovery of the SHIFTS[i]. The hardware
platform targeted corresponds to a third-party ﬁeld-programmable gate array (FPGA)
implementation of the BEEA that follows the steps of Algorithm 2. This implementation employs
three embedded RAM memories (BRAMs) for storing the BEEA variables. Each variable is stored
as an array of 32-bit words. This BRAM arrangement reduces latency by allowing the parallel
execution of some steps of the BEEA. For example, it is known that the BEEA variables are
arranged in these BRAMs in such a manner that the three subtractions at the sub-step stage can be
executed in parallel, while in the v-loop implementation, the steps of the branches resulting from
step 18 of Algorithm 2 are executed concurrently just after the division by two operation of the
variable v. Also, at steps 22 and 23 of Algorithm 2, the divisions by two are interleaved with the
addition and subtraction operations. This property is important because it could result in a different
power consumption pattern with respect to the division by two and addition/subtraction ones.
4.1. Simple power analysis to a FPGA binary extended Euclidean algorithm implementation
The SAKURA-G board (Morita Tech Co., Ltd, Taipei, Taiwan) is one of the most commonly used
platforms for evaluating the side-channel resistance of FPGA cryptographic algorithm
implementations [20]. The BEEA core netlist was implemented for the Spartan 6 LX75 FPGA
present on this board.
Power consumption traces were acquired by means of the SAKURA-G on-board ampliﬁer output
[20]. The traces were captured using a Tektronix DPO3034 oscilloscope (Tektronix, Inc., Beaverton,
OR, USA) with the target implementation operating at 6MHz [21]. Two channels of the scope were
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employed: one to capture the trigger signal and the other to obtain the traces. The sample rate was 250
MSps and the bandwidth was limited to 20MHz, as this results in better looking traces.
A portion of a power trace captured using this measurement setup is shown in Figure 3. This trace
corresponds to the target implementation’s power consumption just at the beginning of the ﬁrst
iteration of the BEEA. This means that power consumption of the initialization phase (steps 1 to 6
of Algorithm 2) is not shown but, it would have a similar shape for different values of ϕ(N),
therefore, it is not relevant in the context of an SPA.
The power trace in Figure 3 has to be analyzed to extract the SHIFTS[i] needed to recover the
remainder bits of ϕ(N), as described in Section 3. As a SHIFTS[i] corresponds to the number of
times an x-loop is executed at iteration i, it is important to identify each BEEA’s iteration in the
power trace. Identiﬁcation of the sub-step procedure makes it possible to segment the BEEA power
trace into iterations; because the SHIFTS[i] are related to the time elapsed between two consecutive
sub-steps, they can therefore then be recovered.
Analyzing the power trace shown in Figure 3, it can be concluded that it is composed by a
concatenation of a few power consumption patterns. These patterns are marked in the ﬁgure as D1,
D2, AD, and SS. The correspondence of these patterns with the multi-precision operations (micro-
operations) present in the BEEA could be directly established if it were possible to measure the
power consumption of the BEEA implementation while it processes a known value of ϕ(N).
However, even if an adversary is unable to do this, there are alternative methods for establishing the
correspondence. In this work, it is assumed that the adversary cannot control the BEEA inputs. This
implies that the power consumption patterns must be identiﬁed using general facts about the
processed values and the BEEA. This approach provides a more general description of the
algorithm’s SPA vulnerabilities.
For example, if the adversary is able to trigger the execution of an RSA key generation
implementation several times, a new pair of prime numbers p and q will be generated at each
execution, and a new, random ϕ(N) will consequently be processed by the BEEA core. Comparing
a few of these traces, it is possible to note that the sequence D1-AD-D1-D2 always appear at the
start of the power trace. To identify which power consumption pattern corresponds to each of the
BEEA micro-operations, some facts about this algorithm (presented in Section 2.1), together with
known information about ϕ(N), will be used.
Taking into account that the one and only x-loop executed at the ﬁrst iteration is the v-loop and that,
as shown in Section 2, ϕ(N) is always divisible by four, then the v-loop will be executed at least twice
during the ﬁrst iteration of the BEEA (i.e., SHIFTS[1]≥ 2). This leads to the conclusion that the
observable sequence of patterns D1-AD-D1-D2 should correspond to the steps of BEEA that are
executed during the ﬁrst two iterations of the ﬁrst v-loop. The reason that makes this sequence of
patterns always appears at the start of the BEEA is that the sequence of steps of Algorithm 2 that
are executed during the ﬁrst two iterations of the ﬁrst v-loop only depends on the evenness of the
variables involved (v, C, D, e, and ϕ(N)), which are the same for every value of ϕ(N) during the
ﬁrst two iterations of the ﬁrst v-loop.
More speciﬁcally, at the start of the ﬁrst iteration of the v-loop, variables C and D are equal to zero
and one, respectively, meaning that the BEEA will branch to steps 22 and 23 of Algorithm 2. So, C will
subsequently be updated according to (4):
Figure 3. FPGA binary extended Euclidean algorithm implementation partial power trace.
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C ¼ C þ ϕ Nð Þ
2
¼ ϕ Nð Þ
2
(4)
This means, that regardless of the value of ϕ(N), C will be an even number, because ϕ(N) is always
divisible by four. Performing the same analysis for variable D, which is updated using (5)
D ¼ D e
2
¼ 1 2
16 þ 1 
2
¼ 215 (5)
it can be concluded that, at the start of the second iteration of the ﬁrst v-loop, variables C and D will
store even numbers, so the result of the condition at step 18 in the next iteration will also be known.
This example illustrates why the sequence of steps executed by the BEEA is independent of the
value of ϕ(N) during the ﬁrst two iterations of the ﬁrst execution of the v-loop. The ﬁxed sequence
of power consumption patterns, D1-AD-D1-D2, observable for different values of ϕ(N), should
therefore correspond to the micro-operations executed during these two iterations.
The correspondence of the sequence of patterns D1-AD-D1-D2 with the steps that are executed
inside a v-loop gives the clue that the SS pattern should correspond to the power-consumption
pattern of the sub-step procedure. This conclusion is also supported by the fact that the BEEA core
executes some operations in parallel and, as detailed in the previous section, the inner subtractions
of the sub-step procedure are executed concurrently. As a consequence of this parallel execution, the
sub-step procedure can be expected to consume more power than other less concurrent operations
and, as can be seen in Figure 3, the SS pattern is the pattern with the highest power consumption.
With this strong guess about the pattern associated with the sub-step procedure, it only remains to
identify its instances in a power trace and measure the time that elapses between each consecutive
pair of instances to obtain the required SHIFTS[i]. The AD pattern, however, has a different length
with respect to the others, so its occurrences in the power trace must therefore be taken into account
in order to avoid an erroneous extraction of a SHIFTS[i].
Analyzing the power trace shown in Figure 3, it can be stated that the AD pattern corresponds to
steps 22 and 23 of Algorithm 2. This conclusion is supported by the easily veriﬁable fact that the
conditional at step 18 of Algorithm 2 depends only on the evenness of the value stored in the
variable D. This means that the value of D will be known for those iterations for which the
extraction of SHIFTS[i] is required (i.e., those for which it can be stated that SUBS[i]= ‘v’ as
described in Section 3), because D is only updated at steps 23 and 31 of Algorithm 2, where in both
cases the operands involved are known. Following the update of D at the ﬁrst iteration (see
Equation (5)), it can be seen that D should be divided by two exactly 15 times to make it an odd
value. If it is assumed that the D2 pattern corresponds to steps 19 and 20 of Algorithm 2, it must
therefore appear exactly 15 times between the ﬁrst two instances of the AD pattern and, as can be
seen in Figure 3, it does. This fact is independent of the value of ϕ(N), so it can also be veriﬁed
using different power traces acquired while the BEEA implementation processes different unknown
values of ϕ(N).
Having identiﬁed the sub-step pattern (SS) and the conditional addition/subtraction pattern (AD),
the SHIFTS[i] can be extracted through a simple visual inspection of the power trace, as is common
in SPA-vulnerable implementations. For example, in the partial power trace shown in Figure 3, the
ﬁrst six SHIFTS[i] values are as follows: 2, 2, 4, 1, 2, and 6.
In addition to extracting SHIFTS[i] by visually inspecting a power trace, a signal processing tool
was developed to perform this task. Analyzing the power consumption trace shown in Figure 3, it
can be concluded that the patterns of interest have different means. Therefore, considering this
power trace as a time series, a multiple change point detection and location algorithm can be
employed to identify the instances of each power consumption pattern, especially the one belonging
to the sub-step (SS). By using the binary segmentation algorithm [22] to ﬁnd multiple changes in
mean, the D1, AD, D2, and SS patterns can be reliably classiﬁed for this implementation. Once this
analysis has been carried out, the identiﬁed mean changes are grouped together in four well-deﬁned
clusters, and the k-means clustering algorithm can be applied to correctly identify the location of
each instance of the D1, D2, AD, and SS patterns. This analysis was performed for 1000 traces, and
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for all of them, the D1, D2, AD, and SS patterns were perfectly classiﬁed, recovering the required
SHIFTS[i] with absolute certainty. This procedure was veriﬁed because the extracted SHIFTS[i]
allow recovering each processed ϕ(N).
5. SOFTWARE BINARY EXTENDED EUCLIDEAN ALGORITHM TARGET
The second implementation of the BEEA that was analyzed to evaluate its SPA resistance was a
software description of this algorithm for a commercial microcontroller. The targeted BEEA
implementation is part of the open-source project AVR-Crypto-Lib [23].
In contrast to the hardware implementation analyzed in the previous section, the open-source nature
of this library made it possible to study its source code and learn all its inner details. One difference
with the description of the BEEA at Algorithm 2 noted during analysis of the source code is the
way that the x-loops are implemented. In this library, the x-loop implementation follows
Algorithm 3 to reduce the number of instructions employed. The main difference between these
BEEA descriptions is that if an implementation strictly follows the steps of Algorithm 2, and if the
conditional at step 18 is true, then the division by two of variable C is executed right after its
addition to ϕ(N), whereas using Algorithm 3 x-loop variant, when the conditional at step 18 is true,
two addition/subtraction operations are executed before the corresponding divisions.
Another important feature of this implementation is that the data type used to represent the BEEA
variables can store numbers of arbitrary bit-length (i.e., it stores the position of the most signiﬁcant bit
that is equal to one). This information is used by the functions deﬁned for this data type (i.e., BEEA
operations) to avoid executing wasteful instructions. This implies that the number of clock cycles that a
function spends depends on the bit-length of its inputs. This characteristic is relevant because, as
described in Section 3, during the RSA key generation procedure, the variables employed in the BEEA
have different bit-lengths. Thus, two instances of the power consumption pattern associated to the same
mathematical operation (e.g., division by two) may not have the same time duration.
Analyzing the behavior of the BEEA variables and their bit-lengths across the execution of this
algorithm, it can be concluded that the bit-length of the variable v, initialized to ϕ(N), will decrease
its value at each iteration of the algorithm. Since the execution of the ﬁrst iteration, variable C will
be of the same bit-length of ϕ(N), and it will keep approximately the same bit-length throughout the
execution of the algorithm. Variable D will have the bit-length of e from the ﬁrst iteration of the
BEEA, and its bit-length will never exceed this value during the execution of the algorithm.
Variables A and B, initialized to one and zero, respectively, will retain these values until the u-loop
is executed, and, as described in Section 3, this never happens for the iterations for which it is
needed to extract the SHIFTS[i].
These facts are summarized in Table I and will be helpful when analyzing the power consumption
trace generated by this implementation in a microcontroller as described in the following section. For
each BEEA variable, the table shows the initial bit-length (just after the ﬁrst x-loop iteration) and the
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variable’s bit-length trend during the execution of the BEEA iterations for which it is required to
extract the SHIFTS[i].
5.1. Simple power analysis to the AVR-Crypto-Lib binary extended Euclidean algorithm
implementation
The ChipWhisperer-Lite (NewAE Technology Inc., Halifax, Canada) side-channel evaluation platform
was employed to study the BEEA vulnerabilities of its implementation in the AVR-Crypto-Lib library
[24]. This platform has a measurement circuit that allows the power consumption signal to be captured
and transferred to a PC workstation. Tightly coupled to this measurement circuit, it also has a target
board that allows rapid evaluation of side-channel resistance of cryptographic algorithms.
The target board has an Atmel XMEGA microcontroller (Atmel Corporation, San Jose, CA, USA),
with an embedded 8-bit AVR microprocessor as the main processing unit [25]. The BEEA
implementation of the AVR-Crypto-Lib library was compiled for this platform to capture the power
consumption trace generated by this implementation on a microcontroller.
The target board was clocked at 7.37MHz, and the measurement circuit of the ChipWhisperer-Lite was
conﬁgured to sample the power consumption of the microcontroller at 29.5MHz. This made it possible to
capture four samples per microprocessor clock cycle, but as the ChipWhisperer-Lite employs
synchronous sampling, this conﬁguration allows acquiring information-relevant power traces [26].
A partial power consumption trace captured using the ChipWhisperer-Lite platform is shown in
Figure 4. This trace was captured while the BEEA implementation computed the modular inverse of e
modulo ϕ(N). Similarly to the hardware platform analyzed in Section 4, the trace shown in Figure 4
corresponds to the power consumption just at the start of the ﬁrst iteration of the BEEA. The value of
ϕ(N) used to capture this trace had 128 bits because if a typical ϕ(N) (e.g., higher than 2048 bits) had
been used, the number of relevant power consumption patterns shown in the ﬁgure would be lower.
However, in the context of SPA, this is not an issue because the structure (statistical properties) of the
relevant power consumption patterns is independent of the number of bits of the operands.
Two patterns (marked as R and S) can be easily distinguished by their variance in this ﬁgure. Taking
into account that this implementation of the BEEA is executed sequentially, only two power patterns
are expected, corresponding to the division by two operation and the subtraction or addition
operation, respectively. The comparison operations (e.g., steps 7 and 24 of Algorithm 2) can be
excluded from this analysis because, as the data type used to represent the BEEA variables stores
the position of the most signiﬁcant bit that is equal to one, their latency is very likely to be very
small in comparison with the rest.
Table I. Summary of the binary extended Euclidean algorithm variables bit-length dynamics.
Variable Initial bit-length Trend
u log2e + 1 Constant
A 1 Constant
B 1 Constant
v log2ϕ(N) + 1 Decrease
C log2ϕ(N) + 1 Roughly the same
D log2e + 1 Roughly the same
Figure 4. XMEGA binary extended Euclidean algorithm power trace.
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Using this information, once the identiﬁcation of which of the patterns highlighted in Figure 4
corresponds to the subtraction operation, it is a straightforward task to identify the power consumption
pattern of the sub-step procedure because it comprises three consecutive subtraction operations.
Observing the power trace at Figure 4 and taking into account that two sub-step patterns cannot
appear concatenated in a power trace (see Fact 2 about the BEEA in Section 2.1), it can be
concluded that the R pattern corresponds to a division by two operation, and the S pattern
corresponds to an addition or subtraction operation. This in turn leads to the conclusion that the
power consumption pattern of the sub-step procedure is the one marked as SS in Figure 4.
It can be seen that the SS pattern is formed by the concatenation of two S patterns, and a third one
(marked with a lower case s) that has the same variance of S but is shorter in length than the other two.
The reason for this difference in length is that the third subtraction operation of the sub-step is the one
that updates variable D, using D=DB, and as summarized in Table I, both arguments of this
subtraction have less than log2e bits (i.e., 17 bits for e=2
16 + 1), so the latency of this operation
while processing this data can be expected to be shorter than that of the other two subtractions
processing higher bit-length numbers. This difference in length also appears in the other steps where
variable D is updated. In the v-loop description shown in Algorithm 3, at step 20, it is expected to
see a subtraction pattern like the third pattern in the sub-step (see the ﬁrst occurrence of the s
pattern), and, at step 22, it is expected to see a division by two power consumption pattern (marked
with an r) but shorter than, for example, the preceding one, which corresponds to the processing of
a value of log2ϕ(N) bits.
Using this information, all the sub-step instances can be located in a power trace, and the SHIFTS[i]
can be extracted. For example, the SHIFTS[i] corresponding to the three BEEA iterations shown in
Figure 4 are 2, 2, and 4.
One important phenomenon that should be taken into account is that the value of the variable v will
decrease its bit-length at each iteration of the BEEA, as can be seen in Table I. Therefore, the power
consumption pattern of the operations that process this variable will be shorter. This fact must be
considered during the extraction of the SHIFTS[i].
Analyzing the power trace in Figure 4, it can be appreciated that the power consumption patterns of
R and S differ in variance. This means that a similar time series processing to the one described in
Section 4.1 can be applied, but in this case, focusing on changes in variance instead of mean. The
required SHIFTS[i] are then extracted by measuring the time that elapses between two consecutive
sub-step power consumption patterns. This step must employ the length of one x-loop iteration.
Depending on the result of the condition at step 18 in Algorithm 3, two x-loop iterations can have
different latencies. These latencies can be measured at the start of the power trace, because (as
described in Section 4.1) both x-loop branches are performed during the ﬁrst two iterations of the
ﬁrst x-loop execution. After that, it only needs to be remembered that the latency of the sub-step and
each x-loop variant’s power consumption patterns will decrease in value by the same amount
because of the bit-length losses of variable v. The amount of bits that variable v loses at each
iteration is known (i.e., SHIFTS[i] bits), so it is possible to know the number of power consumption
samples in which two consecutive sub-step patterns will differ.
It is important to mention that, in addition to the method for identifying the sub-step pattern explained
in this section, the methods described in Section 4 can also be employed, especially those that exploit
general facts about BEEA behavior during the generation of an RSA private key. For example, the
existence of a ﬁxed sequence of patterns in the ﬁrst two iterations of the ﬁrst v-loop for different values
of ϕ(N) makes it possible to distinguish all the inner operations of the v-loop, as explained in
Section 4. This shows that, independently of implementation details, there exist several general facts
about the BEEA and the values processed during the generation of an RSA key that can be used to
identify the patterns of interest for extracting the required SHIFTS[i].
6. COUNTERMEASURES
This section looks at some of the countermeasures that could be used to avoid the SPA leakages
described earlier in this paper. The natural countermeasure for avoiding the high number of bits that
SCA OF THE MODULAR INVERSION STEP IN THE RSA KEY GENERATION ALGORITHM
Copyright © 2016 John Wiley & Sons, Ltd. Int. J. Circ. Theor. Appl. 2016
DOI: 10.1002/cta
can be recovered using the proposed SPA is to use a value of e of the same bit-length of ϕ(N), but this
change would degrade the performance of the RSA encryption and signature veriﬁcation procedures,
so a more efﬁcient one is preferred.
One commonly used countermeasure to protect the value being inverted using the BEEA is the
following masking procedure [27]:
1. Select r at random such that gcd(r, ϕ(N)) = 1
2. Compute a = e  r mod ϕ(N)
3. Compute b = a 1 mod ϕ(N)
4. Compute d = r b mod ϕ(N)
In the case of RSA key generation, the secret value is the modulus (ϕ(N)) and not the value to be
inverted (e). However, this countermeasure can be used to make the value to be inverted about the
same bit-length of the modulus to avoid a massive recovery of its least signiﬁcant bits. In [15], it is
shown that if both BEEA’s inputs are of the same bit-length, the probability of recovering 20 bits is
approximately 0.0048, making impractical the recovery of the amount of bits needed to compromise
the value of ϕ(N).
The value of r must be selected in such a manner that gcd(r, ϕ(N)) = 1 holds. This can be fulﬁlled
regardless of the value of ϕ(N), by selecting r as a prime number of nlen bits. This method is valid
because ϕ(N) is always divisible by four, so it means that it does not have a divisor of its same bit-
length. It ensures that gcd(r, ϕ(N)) = 1 for every value of ϕ(N) and prime number r of nlen bits.
The prime number r could be a ﬁxed value selected during the development stage and hardcoded in
the system. The application of this countermeasure does not cause a signiﬁcant performance loss in the
RSA key generation procedure, but it does make it possible to use a value of e with a low Hamming
weight to speed up other RSA computations. It is also recommended that the ﬁxed value r should
remain secret to avoid hypothetical side-channel attacks that might exploit knowledge of one of the
BEEA inputs [15]. With this countermeasure, the modular inversion step is protected against SPA,
but for making the whole RSA key generation procedure secure against side-channel attacks, all its
steps should be analyzed and protected if needed.
7. CONCLUSIONS
The SPA vulnerabilities of the BEEA described in this paper represent a serious threat for an
implementation of the RSA key generation procedure. This is due to the bit-length difference
between e and ϕ(N), which allows the recovery of log2ϕ(N) – log2(e) bits of ϕ(N) with absolute
certainty employing only one power consumption trace.
The fact that ϕ(N) and N share half of their most signiﬁcant bits is very useful for this research
because, as the SPA vulnerability allows an adversary to recover the least signiﬁcant bits of ϕ(N),
knowledge of the most signiﬁcant bits considerably reduces the number of iterations of the BEEA
for which the SPA information must be gathered to recover all bits of ϕ(N). This allows concluding
that, with high probability about nlen/4 + 5 BEEA iterations, on average, need to be processed to
extract the required SHIFTS[i] from a power trace. This means that for recovering a 4096-bit private
key, about 1029 iterations should be processed to obtain the private key.
The existence of the described SPA vulnerabilities was demonstrated in two different BEEA
implementations. One of the targets was an FPGA parallel implementation of this algorithm, while
the other was a software implementation of the BEEA in an 8-bit microcontroller. In both cases, it
was shown that it is possible to identify each BEEA’s iteration and therefore recover all the
SHIFTS[i] required to succeed by means of visual inspection and a statistical processing of the
corresponding power consumption trace. During the analysis of these different implementations, it
was shown how general facts about the BEEA and the values that it processes during the generation
of an RSA private key facilitate identiﬁcation of the power consumption patterns of interest,
regardless of inner implementation details.
The application of the multiplicative masking countermeasure of the value to be inverted by a BEEA
implementation can be employed to eliminate the bit-length difference between this value and the
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modulus. This countermeasure prevents the recovery of the unknown bits of ϕ(N) with minimal impact
on RSA key generation performance.
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